
 

  
 

Português 

Bona Pure HD - Verniz PU 100% de base aquosa para painéis Valchromat aplicados em pavimentos e 

situações onde se requer maior resistência ao desgaste 

 

Procedimento de aplicação: 

1 x demão de Bona Pure HD segundo as indicações da Ficha Técnica. 

Lixar a superfície suavemente com lixa de grão 240 

Limpeza 

1 x demão de Bona Pure HD 

Opcional: 1 x demão de Bona Pure, se desejarmos maior ou extra proteção. 

https://www1.bona.com/globalassets/catalogassets/tech-data-sheet---bona-pure-hd-pt.pdf 

 

Castellano 

Bona Pure HD – Barniz PU 100% en base acuosa para paneles Valchromat aplicado en pisos y en 

situaciones donde se requiere resistencia al desgaste.  

 

Pautas de tratamiento:  

1 x capa de Bona Pure HD según indicaciones en TDS.  

Lijado suave con lija de diamante grano 240  

Limpieza  

1 x capa de Bona Pure HD  

Opcional: 1 x capa de Bona Pure, sí deseamos mayor o extra protección. 

https://www1.bona.com/globalassets/catalogassets/tech-data-sheet---bona-pure-hd-es.pdf 

 

English 

Bona Pure HD - 100% water-based PU varnish for Valchromat panels applied on floors and situations 

where greater wear resistance is required. 

 

Application procedure: 

1 x Bona Pure HD coat as indicated in the Technical Data Sheet. 

Sand the surface gently with 240 grit sandpaper 

Cleaning 

1 x Bona Pure HD coat 

Optional: 1 x Bona Pure coat if you want more or extra protection. 

https://www1.bona.com/globalassets/catalogassets/tds-bona-pure-hd.eu.pdf 
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